
HXBR/HXTR-ECOWATT
5750399800  - HXBR-200 ECOWATT (230V50/60HZ) VE  - PLATE MOUNTED AXIAL FLOW FANS

Plate mounted axial flow fans with impeller manufactured from plastic "AMAX" and dinamically balanced, low sound 
level, protected against corrosion by polyester black paint finish.

Motors
Brushless EC motor of direct current with high performance and low consumption, , ball bearings and thermal 
protection included, supply 1-230V-50HzV±10% 50/60Hz , IP44, class B.
Speed adjustable 100% via potentiometer located in the terminal box or via external control REB-ECOWATT. Analogue 
input remote control with 0-10V external signal.

Addicional information
Air direction: form (A) configuration (motor over impeller).
Working temperature from -20ºC to 50ºC.

Theoretical Working Point Performance Chart
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Static Pressure 0,000 Pa
Temperature 20 °C
Altitude 0 m
Density 1,2 kg/m³
Frequency 50/60 Hz

Construction
Discharge diameter 200 mm
Fan size 200
Weight 3,60 kg

Motor Characteristics
Voltage 1-230V-50Hz
Maximum absorbed current 0,7 A
IP Rating IP44
Motor insulation class B

Working Point
Fan speed 2800

Drawing (mm)
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Sound Performance
63 125 250 500 1k 2k 4k 8k Overall

Inlet (LwA) 43 50 61 61 69 69 66 61 74

Inlet LpA @ 1m 32 39 50 50 58 58 55 50 63

Outlet (LwA) 43 50 66 66 70 69 65 61 75

Outlet LpA @ 1m 32 39 55 55 59 58 54 50 64
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